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2" X 3 " sch 80 nipple 

 
 
 
 
 
 
 
 
 
 

Gate Valves Threated Kits 
Model Code Max Pressure Max Temperatre Material Class Connection Face to face Centerline to 

top (open) 
H(if Kit Supplied) 

VKBT-125() 200 PSI AT 100F 400 F AT 125 PSI BRONZE 125 THREATED 3.35 [85.1] 11.65 [295.9] 11.26 [286.0] 
VKBT-150() 300 PSI AT 100F 400 F AT 150 PSI BRONZE 150 THREATED 3.88 [98.6] 12.19 [309.6] 11.79 [299.5] 
VKBT-200() 400 PSI AT 100F 550 F AT 200 PSI BRONZE 200 THREATED 3.96 [100.6] 12.19 [309.6] 11.87 [301.5] 
VKBT-300() 1000 PSI AT 100F 550 F AT 300 PSI BRONZE 300 THREATED 3.96 [100.6] 12.19 [309.6] 11.87 [301.5] 
VKCT-800() 1975 PSI AT 100F 750 F AT 1345 PSI CARBON STEEL 800 THREATED 5.62 [142.7] 13.00 [330.2] 13.53 [343.7] 
VKST-200() 275 PSI AT 100F 350 F AT 200 PSI STAINLESS STEEL 200 THREATED 3.74 [95.0] 7.44 [189.0] 11.65 [295.9] 
VKST-800() 1920 PSI AT 100F 1123 F AT 800 PSI STAINLESS STEEL 800 THREATED 5.25 [133.4] 11.25 [285.8] 13.16 [334.3] 

(Specify pipe OD in inches in parenthesis) 

 

Centerline to top (open) 
 
 
 
 

 
Face to Face 

 
 
 

 
Flanged Gate Valves 

Model Code Max Pressure Max Temperature Material Class Connection Face to face Centerline to 
top (open) 

VACF-150 285 PSI AT 100F 750F AT 95 PSI CARBON STEEL 150 FLANGED 7.00 [177.80] 17.00 [431.80] 
VACF-300 740 PSI AT 100F 750F AT 505 PSI CARBON STEEL 300 FLANGED 8.50 [215.90] 18.00 [457.20] 
VACF-600 1480 PSI AT 100F 750F AT 1010 PSI CARBON STEEL 600 FLANGED 11.50 [292.10] 18.00[457.20] 
VASF-150 275 PSI AT 100F 750F AT 95 PSI STAINLESS STEEL 150 FLANGED 7.00 [177.80] 17.00 [431.80] 
VASF-300 720 PSI AT 100F 750F AT 425 PSI STAINLESS STEEL 300 FLANGED 8.50 [215.90] 18.00 [457.20] 
VASF-600 1440 PSI AT 100F 750F AT 855 PSI STAINLESS STEEL 600 FLANGED 11.50 [292.10] 18.00 [457.20] 

    
2" 3000# full coupling 

2" FxF NPT gate Valve 

H 

2" 3000# threaded weld coupling 

   



 
 

Raised Face Weld Neck Flange 2" 
Schedule 40 

 

 
Field Weld 
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Butt-Weld Outlet 
Fitting 2" 3000# 

 

 
Existing Pipe 

 
Flanged Adapters 

Model Code Material Class Connection H 
PACF - 150() CARBON STEEL 150 FLANGED 4.00 [101.6] 
PACF - 300() CARBON STEEL 300 FLANGED 4.25 [107.9] 
PACF - 600() CARBON STEEL 600 FLANGED 4.62 [117.3] 
PASF - 150() STAINLESS STEEL 150 FLANGED 4.00 [101.6] 
PASF - 300() STAINLESS STEEL 300 FLANGED 4.25 [107.9] 
PASF - 600() STAINLESS STEEL 600 FLANGED 4.62 [117.3] 

(Specify pipe OD in inches in parenthesis) 
 
 
 

 
2" FNPT 

 
 
 

1.5" (38.1 mm) 
 
 

 
Existing Pipe 

Threaded pipe 
adapter 2" 3000# 

 

 
Field Weld 

 
 

Pipe Adapters 
Model Code Material Connection 
PACT( ) CARBON STEEL THREADED 
PAST( ) STAINLESS STEEL THREADED 

(Specify pipe OD in inches in parenthesis) 
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A leader in precision multivariable 
flowmeters for the measurement 

of liquid, gas, steam, and 
energy.  

 
 

Product Disposal Information 
To ensure environmental safety and compliance, please follow these disposal instructions for the product and its components: 
 
Electronic Components: 
This product contains electronics that must be recycled through approved e-waste recycling programs. Electronics can contain harmful 
materials and should be prevented from entering landfills. Do not place electronics in regular trash. 
Metal Parts: 
Any metal components can be separated and recycled through your local metal recycling facility. 
Packaging Materials: 
Recycle or reuse packaging materials such as cardboard or plastics, following local recycling guidelines. 
 
For local disposal sites, refer to: 
• Call2Recycle (USA, Canada) 
• Earth911 (USA, Canada) 
• SERI (International) 
 
In the USA, for more information, visit: 
• EPA’s battery disposal guide 
• EPA’s electronics recycling page 
 
By following these guidelines, you help reduce waste and support environmental sustainability.  
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